Model TAL-230
Label Dispenser

TAKE-A-LABEL....

Providing Economical
Solutions in :
Label Dispensing Systems

TARE-ALARE]

Standard Features

T he TAKE-A-LABEL Model

O Full Scrap Rewind with Quick Start / Removal Feature
TAL-250 Using the ‘standard’ all 0 Lobel Roll Diometer up fo 12° N
steel and aluminum construction of O Durable All Steel Frume W!Th Powder CO(HFII‘IISh.
the complete line, the Model 0 eruvy Duty Motor with Built In Overload Protection
TAL-250 provides the power and 0 D!spenselee-Fui or Butt-cut Labels

O Dispenses Multiple Labels on a Common Web
performance necessary for the most
demanding applications. Specifications Optional Attachments

The open peel pIaFe design allows O Shipping Weight: 30 Lbs. O Photo Cell Label Sensor

the user to run multiple labels on a 0 Electrical Requirements: 110V AC 0 Fan Fold Adapter
common web to increase speed, O Min. and Max. Liner Width: 3/8”t0 2.75" 0 Random Ink Imprinter
while reducing label cost. 0 Maximum Label Size: 2.5" x 15 O Label Counter

0 Maximum Roll Diameter: 12”

¢ Core Size: 1”7 or 3" Diameter

O Unit Dimensions: W13 1/4”xH11"xL17”

TAL

www.take-a-label.com



